
Part No. Description

20' with 48” lead, with WEATHER-TITE™ PERMAPLUGS™*

20' with 48” lead, with zinc die-cast plugs*

30-9820

30-9821

For new and innovative products, visit www.phillipsind.com

www.phillipsind.com12070 Burke Street, Santa Fe Springs, CA 90670

800.423.4512   Fax 800.597.7757
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®WE MAKE PRODUCTS THAT MAKE A DIFFERENCE

COILED ELECTRICAL CABLESCOILED ELECTRICAL CABLESCOILED ELECTRICAL CABLES
FOR LONG WHEELBASE TRACTOR APPLICATIONS 

• Recommended for ABS applications and trailers with high amperage demands 
• Flexible from -82ºF to 195ºF (-63ºC to 91ºC)
• Excellent recoil memory, chemical and abrasion resistance
• The WEATHER-TITE™ PERMAPLUG™ seal blocks contaminants from 
  entering the electrical system

For logging, crane, pole and other 
special applications that require a 
long wheelbase tractor where 
additional cable length is needed 
between the back of the cab and 
the trailer connections.

ABS LECTRACOIL™           1/8, 2/10 & 4/12 ga.

Part No. Description

20' with 48” lead, with WEATHER-TITE™ PERMAPLUGS™*

20' with 48” lead, with zinc die-cast plugs*

30-4820

30-4821

• Recommended for ABS applications and trailers with high amperage demands 
• Flexible from -87ºF to 150ºF (-66ºC to 66ºC)
• Good recoil memory, chemical and abrasion resistance
• The WEATHER-TITE™ PERMAPLUG™ seal blocks contaminants from entering 
  the electrical system

ABS PERMACOIL™             1/8, 2/10 & 4/12 ga.

* Working length - As measured by pull force per SAE J2222. 
  Length of actual cable is significantly longer.

30-9820

30-4821
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