
Zinc Die-Cast Plug Assemblies

1/8, 2/10 & 4/12 ga.   

30-9321     

30-9621      

30-9921

30-9951

30-9821

12', with zinc die-cast plugs

15', with zinc die-cast plugs

15', 48" lead, with zinc die-cast plugs

20', with zinc die-cast plugs

20', 48" lead, with zinc die-cast plugs

• Recommended for ABS applications and trailers with high voltage demands
• Excellent recoil memory, chemical and abrasion resistance 

TM
ABS LECTRACOIL

1/8, 2/10 & 4/12 ga.    

30-4321     

30-4621      

30-4721

30-4921

30-4951

30-4821

12', with zinc die-cast plugs

15', with zinc die-cast plugs

15', 72" lead, with zinc die-cast plugs

15', 48" lead, with zinc die-cast plugs

20', with zinc die-cast plugs

20', 48" lead, with zinc die-cast plugs

• Recommended for ABS applications and trailers with high voltage demands
• Flexible from -87°F to 150°F (-66°C to 66°C)
• Good recoil memory, chemical and abrasion resistance 

TM
ABS PERMACOIL

TM*Also available in straight ABS LECTRAFLEX

Floating Brass Pins 
Floating brass pins for secure 
installation in mis-aligned sockets

Large Finger Grips 
Large nger grips for
easy coupling/uncoupling

Heavy Duty Plug Housing
Zinc die-cast housing
for durability.

LECTRACOIL™ Jacketing*
Jacketing has excellent recoil memory, 
and is chemical and abrasion resistant Jacketing Temperature

Flexible from -82°F to 195°F
(-63°C to 91°C)

Heavy duty zinc die-cast housing offers durability

®WE MAKE PRODUCTS THAT MAKE A DIFFERENCE
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TMDURACOIL 1/10 & 6/12 ga.   

• For standard 7-way applications, NON-ABS equipped trailers
• Flexible from -82°F to 195°F (-63°C to 91°C)
• Excellent recoil memory, chemical and abrasion resistance 

TMNON-ABS PERMACOIL 1/10 & 6/12 ga.  

22-4321     

22-4621

22-4721

22-4951

      

12', with zinc die-cast plugs 

15', with zinc die-cast plugs

15', 72" lead, with zinc die-cast plugs

20', with zinc die-cast plugs

1/12 & 6/14 ga.  

24-4321 

24-4621

24-4951

12', with zinc die-cast plugs

15', with zinc die-cast plugs

20', with zinc die-cast plugs

TMStraight ABS LECTRAFLEX 1/8, 2/10 & 4/12 ga.   

30-2011

30-2031

30-2051

30-2071

30-2091

8', with zinc die-cast plugs

10', with zinc die-cast plugs

12', with zinc die-cast plugs

15', with zinc die-cast plugs

20', with zinc die-cast plugs
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22-9321 

22-9521

22-9621

22-9721

22-9921

12', with zinc die-cast plugs

12', 72" lead, with zinc die cast plugs

15', with zinc die-cast plugs

15', 72" lead, with zinc die-cast plugs

15', 48" lead, with zinc die-cast plugs

3-IN-1 and 4-IN-1

Combo Assemblies

1/8, 2/10 & 4/12 ga.    

30-2151

30-2171

30-2191

12', with zinc die-cast plugs, rubber air lines

15', with zinc die-cast plugs, rubber air lines

20', with zinc die-cast plugs, rubber air lines

1/8, 2/10 & 4/12 ga.    

30-2251

30-2271

30-2291

12', ABS with zinc die-cast plugs, single pole, rubber air lines

15', ABS with zinc die-cast plugs, single pole, rubber air lines

20', ABS with zinc die-cast plugs, single pole, rubber air lines

3-IN-1 ELECTRICAL & AIR ASSEMBLIES

4-IN-1 ELECTRICAL & AIR ASSEMBLIES - Single Pole

4-IN-1 ELECTRICAL & AIR ASSEMBLIES - Dual Pole
30-2252

30-2272

30-2292

12', ABS with zinc die-cast plugs, dual pole, rubber air lines

15', ABS with zinc die-cast plugs, dual pole, rubber air lines

20', ABS with zinc die-cast plugs, dual pole, rubber air lines

• For standard 7-way applications, NON-ABS equipped trailers with minimum voltage demands
• Flexible from -87°F to 150°F (-66°C to 66°C)
• Good recoil memory, chemical and abrasion resistance 

• Spring-wrapped compression contact pins
• Flexible from -40°F to 150°F (-40°C to 66°C)

• Recommended for ABS applications
• Spiral wrapped for a clean organized look

• Outstanding kink and abrasion resistance
• Includes hanging clamp and clip for easy
   installation (P/N 5-5018)

• Chemical and abrasion resistant 
• Available in 3-IN-1 and 4-IN-1 assemblies


