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PRODUCTS

DEF drain valve

Fumoto’s DEF Valve
is engineered to
provide a convenient
mess-free experi-
ence when draining
diesel exhaust fluid.
The valve is made of
stainless steel to help
prevent corrosion ‘
and contamination, and a red-colored indicator is designed to
alert a driver and technician when the DEF and valve are fro-
zen, helping to prevent damage to the valve and tank.
)} Fumoto Engineering of America Inc., .
fumotousa.com/def-valves.php, 800-918-3406 GPS unlt for truCkers
- TomTom’s Trucker 600 GPS unit has a 6-inch screen and 16
gigabytes of memory that allows added space for map updates
to be installed on the unit. TomTom offers free lifetime map
updates and TomTom Traffic through the mobile phone
app that communicates via Bluetooth to the GPS unit. Also
with Bluetooth connectivity, drivers can log into TomTom
MyDrive either on the mobile app or a web-based browser
and plan their routes, which then are sent to the unit.
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)») TomTom, www.tomtom.com ccj

KIENE TOOLS

INVENTED BY MECHANICS, FOR MECHANICS

Lighting family additions
Phillips’ Permalite XT family now includes a 4-inch round

reverse light and a %-inch round hard-wired light for multiple

applications. The 4-inch round clear reverse light with the com-  K-1350 Wheel
Grabhar Brake Cutter

K-1360 Clutch

pany’s Boardfree technology and nine diodes comes in either
flange- or grommet-mount and is designed to be mounted in
any direction. Constructed of ABS and acrylic material, the
lights are engineered for added durability and to resist impact,
corrosion, harsh chemicals and UV exposure. The integrated
male 3-pin AMP connector is sealed and greased to help keep
corrosion-causing contaminants out.

The %-inch round hard-wired lights, suited for locations where
space is restricted, include their correlating mounting grom-
met and are constructed with a polycarbonate lens and a sealed | AXLE SHAFT.
housing to help protect the three diodes inside from outside St
contaminants and moisture. They are available with a variety of

lens colors and wiring configurations for single- or dual-function
marker, clearance, auxiliary and license applications.
2 Phillips Industries, www.phillipsind.com, 800-423-4512 1-800-264-5950 ¢ www.kienediesel.com
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