
®STA-DRY  QCMS2™
The beginning of the end for corrosion! 

®• A tight STA-DRY  seal locks out road 
   contaminants, stopping the devastating 
   e�ects of corrosion

• Plugs directly into the tractor and is 
   rarely removed, further reducing 
   the possibility of contaminants 
   entering the electrical system

• Built-in theft deterrent

• Patent No. 6,483,200

Preventative Maintenance Tips

® ® ®• The QCS /QCS2  and STA-DRY  QCMS2™ connection was designed to be mounted 
   vertically, and should never be mounted in an upward facing direction.
• Always apply dielectric grease to the connections when installing the product.  
• Disconnect and inspect the connection periodically. 

®STA-DRY  QCMS2™

• Phillips recommends that the Q CP™ plug and socket connection be cleaned every 3 months, or 
   more often if needed, with a plug and socket brush with water, (NOT SO AP).  After every 
   cleaning, apply dielectric grease to both the plug and socket pins.
• Phillips recommends that the Q CP™ cartridge be replaced every 6 months, or as needed.  Follow 
   the directions on the plug housing to remove the cartridge.
• Before inserting the new Q CP™ cartridge, assure that the black molded interior plug is corrosion 
   free, clean and dry, and apply dielectric grease to the connections.
• After the new cartridge has been inserted and the Q CP™ housing has been put back together, 
   apply dielectric grease to the inside pins of the cartridge.  
• Before plugging the Q CP™ back into the socket, be sure to clean the socket with a socket brush 
   and water, (NOT SO AP), and make sure the socket is completely dry before connecting the plug.

QCP™ (Quick -Connect Plug)

®QCMS2™ Mates with QCS2
®

Designed to mate with the QCS2

 

harness eliminating the need for
a socket on the tractor side!

LECTRACOIL™ Jacketing *
Jacketing has excellent recoil memory, 
and is chemical and abrasion resistant

Unbreakable ,
non-corrosive housing

QCP™ Cartridge 
field replaceable in 
under two minutes

Large Finger Grips
For easy coupling/uncoupling

Working T emperature  
LECTRACOIL™ is flexible from
-82°F to 195°F (-63°C to 91°C)

Waterproof Seal  
QCMS2™ is molded to the 
cable for a waterproof seal

Mounting Holes 
Elongated for
mounting adaptability

Brass Pins

16-125

Insert
Cartridge

TM*Also available in straight ABS LECTRAFLEX
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For new and innovative products, visit www.phillipsind.com 
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®STA-DRY  QCMS2™

®
Straight STA-DRY  QCMS2™

®
3-IN-1 and 4-IN-1 Combo Assemblies with STA-DRY  QCMS2™

30-2259

30-2279

30-2299

30-2155

30-2175

30-2195

30-2255

30-2275

30-2295

3-IN-1 ELECTRICAL & AIR ASSEMBLIES

4-IN-1 ELECTRICAL & AIR ASSEMBLIES - SINGLE POLE

4-IN-1 ELECTRICAL & AIR ASSEMBLIES - DUAL POLE

1/8, 2/10, 4/12 ga.1/8, 2/10, 4/12 ga.

•  Recommended for ABS applications
•  Spiral wrapped for a clean and organized look
•  Outstanding kink and abrasion resistance
•  Includes hanging clamp and clip for easy installation (P/N 5-5018)

1/8, 2/10, 4/12 ga.

30-2055

30-2075

30-2095

•  Recommended for ABS applications
•  ABS LECTRAFLEX™ jacketing is flexible from -40°F to 150°F (-40°C to 66°C)
•  Chemical and abrasion resistance 

30-9334

30-9634

30-9934

1/8, 2/10, 4/12 ga.

•  Recommended for ABS applications
•  ABS LECTRACOIL™ jacketing is flexible from -82°F to 195°F (-63°C to 91°C)
•  Excellent recoil memory, chemical and abrasion resistance

12070 Burke Street, Santa Fe Springs, CA 90670

800.423.4512   Fax 800.597.7757

For new and innovative products, visit www.phillipsind.com

12’, with QCMS2™ and QCP™

15’, with QCMS2™ and QCP™

15’, 48” lead, with QCMS2™ and QCP™

12’, with QCMS2™ and QCP™

15’, with QCMS2™ and QCP™

20’, with QCMS2™ and QCP™

12’, ABS with QCMS2™ and QCP™, rubber air lines

15’, ABS with QCMS2™ and QCP™, rubber air lines

20’, ABS with QCMS2™ and QCP™, rubber air lines

12’, ABS with QCMS2™ and QCP™, single pole, rubber air lines

15’, ABS with QCMS2™ and QCP™, single pole, rubber air lines

20’, ABS with QCMS2™ and QCP™, single pole, rubber air lines

12’, ABS with QCMS2™ and QCP™, dual pole, rubber air lines

15’, ABS with QCMS2™ and QCP™, dual pole, rubber air lines

20’, ABS with QCMS2™ and QCP™, dual pole, rubber air lines


