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Operating Current .........................................................Direct Current

Operating Voltage ....................Check Valve Label for Operating Voltage
Heater Switch-On/Off Point .............................................. 50°F / 10°C

Heater Watts ............................................................................ 15 W

Heater Amp Draw .................................... 1.2 A (12 V) or 0.6 A (24 V)
Energized Coil Amp Draw ......................... 2.3 A (12 V) or 0.9 A (24 V)

Timer Amp Draw ................................................................... 200 mA
Maximum Operating Pressure ................................200 PSI / 13.8 Bar
Thermal Range of Operation ................ -55°F to 180°F / -48°C to 82°C

Weight ........................................................... Approx. 1.2 lb. / .55 kg
Height and Diameter .........3.525 in. x 2.590 in. / 89.5 mm x 65.8 mm

SPECIFICATIONS

Part Numbers
12-824  - Tank Saver Heated Electronic Drain Valve

60-4095-02 (Optional) - 240" ABS Power Drop Trailer Harness
77-S233  - Tank Saver Heated Electronic

Drain Valve with added BLE functionality  

Automated air tank protection for 
brakes and other air-operated systems

WE MAKE PRODUCTS THAT MAKE A DIFFERENCE®

Increased durability of brakes and other 
air-operated systems

Valve automatically removes harmful moisture and 
contaminants every five minutes of operation with a 
one-second blast of air 

Brakes and other air-operated systems consistently 
receive cleaner and drier air, extending component 
service life and uptime 

Maintenance-free operation and built for the 
harshest weather conditions

Pressurized control valve purges harmful contaminants 
from the air system and prevents clogging, allowing for 
maintenance-free operation 

Thermostatically controlled 15-watt internal heater 
element and corrosion-resistant construction provide 
year-round protection 

Integrates with your telematics solutions

The Phillips Connect 77-S233 now features integrated 
Bluetooth connectivity, allowing it to connect 
seamlessly to the StealthNet and/or Smart7 to confirm 
proper operation. Please note, it does not include the 
additional 5V signal wire and is designed specifically for 
use with PCT products.
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